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Preparing to Start Up
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Powering Up
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Connecting to the Web Server

Note  These steps are for computers with Windows 7 operating system.
The steps for other operating systems might be slightly different.

Click Start > Control Panel.

Click Network and Sharing Center.

Click Change adapter settings.

Identify your local Ethernet connection (Local Area Connection) and double-click on the link. .
Click Properties.

Highlight the Internet Protocol (TCP/IPv4).

Click Properties. View your system’s current IP properties.

Select Use the following IP address.

Enter 192.168.1.10 in the IP address field.

10. Enter 255.255.255.0 in the Subnet Mask field.
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Logging In to the System

1. Open an Internet browser.

Note  Honeywell recommends Google Chrome™.

2. Enterthe panel's IP address in the address box.
e |P/Ethernet > https://192.168.1.150, or, USB > https://192.168.2.150 (fixed)
3. A message warns that the connection is not private.

A

Your connection is not private

Attackers might be trying to steal your information from 192.168.1.150 (for example,
passwords, messages, or credit cards). Learn more
NET::ERR_CERT_AUTHORITY_INVALID

O Automatically send some system information and page content to Google to help detect

dangerous apps and sites. Privacy policy

ADVANCED Back to safety
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4. Click Advanced. An explanation appears.

& C {1 A Notsecure | htips//192.168.1.150
EH Apps D MNew Tab Bookmarks

Your connection is not private

Attackers might be trying to steal your information from 192.168.1.150 (for example,
passwords, messages, or credit cards). Learn more
MET::ERR_CERT_AUTHORITY_INVALID

D Automatically send some system information and page content to Google to help detec

dangerous apps and sites. Privacy policy

HIDE ADVANCED Back to safety

This server could not prove that it is 192.168.1.150; its security certificate is not trusted by
your computer's operating system. This may be caused by a misconfiguration or an
attacker intercepting your connection.

Proceed to 192.168.1.150 {unsafe)

5. Click Proceed to 192.168.1.150.
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6. The Sign In screen displays.

< C Y | A Notsecure | hitps//192.168.1.150/views/homefindex.Isp * H 0O B =

S oApps [ NewTab Bookmarks

Honeywell | \.iaxse 123

THE POWER OF CONNECTED

Sign In

Username

Password

7. Enteradmin in the Username and Password fields. Click SIGN IN. Change the password for security.
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8. The NetAXS-123 Dashboard appears.

' [ NetAXS 60

&

S Apps [§ NewTab Bookmarks

Honeywell | Dashboard

SITE OVERVIEW

People and Access
People
Cards

Access Groups

Schedules and Holidays
Schedules

Holidays

Spaces and Doors
Spaces

Doors

Panels

Panels

PANELS
All Fault
Name Status MAC

MAC00408421D28A ® Online RS-485 Loop
PRIMARY
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C {t A Notsecure | hitps://192.168.1.150/views/home/indes
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Panel No
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Configuring the System

Set the Communication
Setthe Time

Create Schedules

Configure Spaces and Doors
Add People and Cards
Create Access Groups
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1) Set the Communication

Honeywell

A

Settings  Host/ Loop Communications  Inputs ~ Outputs

HoST

WIN-PAK  MAXPRO Cloud

Loop

Mode Time Sync

poass mie

Note EVL mode is preferred. If you switch to EVL mode, the panel automatically reboots.
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2) Set the Time
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7 Tue Jan 10 10:55:47 CST 2012

Default Gateway

192.168.1.1

TIME MANAGEMENT

Format (in hr)

=Em -

Geographic Time Zones

GMT

Time Server

NewDate

New Time (H:M)

Current Panel Time : Monddy, May

En -
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